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Fittings Description
1 5" NPT, Emergency tank vent
3 2" NPT, Normal tank vent
4 2" NPT, Tank fill with 6" riser and lockable fill cap
5 2" NPT, Direct reading gauge
6 1" NPT, Engine supply, 1/2" NPT full length dip

tube
7 1" NPT, Engine return, 1/2" NPT full length dip

tube
8A 2" NPT, Fuel level switch
8B 2" NPT, Fuel level switch
9 2" NPT, Visual inspection into basin

10 1/2" NPT, Rupture basin switch
14 1/2" NPT, Basin drain, plugged
15 (2) 2" NPT, Spare fitting, plugged

Double wall secondary containment General Notes:
1. Capacity is as follows:

Fillable ...... 560 Gallon
Useable ......533 Gallon
Basin ......... 118.6%

2. Approximate Weight is 2,250 Lbs

MH17470

UL 142
File no.  C            US

Gillette Generator SPVD-3000

Customer P/N # S-524
Isolator model None

Fillable - 533 Gallons
Usable - 524 Gallons
Weight - 2,250 Lbs.

Andrew 
Miller

Digitally signed by Andrew Miller 
DN: cn=Andrew Miller, o=Gillette 
Generators, Inc., ou=Engineering, 
email=engineering@gillettegener
ators.com, c=US 
Date: 2018.01.04 14:18:01 -05'00'
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Sub Base mounting slots
(10) Ø 1.0 x 1.5 Long

Electrical stub up

Minimum recommended Pad dimensions,
(Tramont not responsible for Pad design)
Note: Tank bottom must be fully
supported by concrete pad
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